
Ultra Fine, Easy Incorporation Amide Thixotrope for S/B systems

Appearance Pourable paste

Main Composition Fatty acid Amide wax

Active% 10%

Volatile Butyl acetate,1-Butanol

Characteristics and Advantages

  - Easy incorporation 

  - Excellent Transparency

  - Better Gloss Retention

  - Excellent anti-settling and Anti-sagging

  - Excellent metallic pigment orientation

Kusumoto Chemicals, Ltd.

Kusumoto Bldg. 1-11-13 Uchikanda Chiyoda-ku Tokyo 101-0047

Tel. +81-3-3292-8684 / Fax. +81-3-3295-6079

https:/www.kusumoto.co.jp/

Application Data

DISPARLON BB-102

✓Ultra Fine Amide Structure

Conventional 

Amide

BB-102

Viscosity 15sec(F.C.#4)

After 3 days storage

Prevent settling and hard-cake

- Metallic Coating

Transparency 

- Acrylic resin(6% dosage as supplied)

Competitor

Sag Control

- Acrylic-Urethane Coating 
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Gloss Retention 

- Acrylic-Urethane Coating 

- Clear Coat

- Wood Coating

- Plastic Coating

- Industrial Coating

Recommended Applications

- Industrial Coating

- Aerosol Coating

- Architectural Coating

- Others 

BB-102

Competitor

90

85

80

75

70

95

60°Gloss 20°Gloss

■Competitor  ■ BB-102

Incorporation and Dosage Level

- Post Add

 - High Speed Dissolver is recommended

 - Dosage for Anti-Sagging : 1.0-5.0%

 - Dosage for Anti-Settling : 0.5-2.0%
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